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A HISTORY OF INNOVATION

ARMADILLO XL+2

An extension of the Armadillo XL+, the Armadillo XL+2 is inclusive 
of Male and Female toilets, still incorporating an office in the same 
footprint – maximizing space and facilities for your site. Road towable, 
easy to use and self-contained perfect for any job large or small.
Now available in 2 optional configurations, one with canteen and 
office, the other with a larger canteen area.

•	 WiFi
•	 Fuel, waste & water servicing
•	 Screw in low level lifting eyes

KEY FEATURES:
•	 Road towable, self-contained secure steel unit
•	 Auto-frost protection
•	 Powered by solar and back up diesel generator
•	 Canteen with kettle, microwave and cool box. 
•	 2 x Private W.C
•	 12V LED Lighting with PIR
•	 Air blown heating system
•	 Inverter powered sockets and USB connection
•	 Table and bench seating
•	 Recycled non-slip flooring
•	 Steel personnel doors to four separate areas 

MIN 1 WEEK HIRE

OPTIONAL EXTRAS AVAILABLE

 
STANDARD SPECIFICATIONS:

Product Code	 021005

Unit Name	 Armadillo XL+2

Dimensions	 18 x 7.5ft / 5.4 x 2.3m

Configuration	 6-8 Person Canteen / 1 Office/ 2 x Toilet

Weight	 2,450kg

Water tank capacity	 25L / 5.5 gal + 9L / 2gal - canteen

Fuel tank capacity	 68L / 15gal.

Combined waste tank capacity	 580L / 128gal Combined

Power Type	 Hybrid Solar

Recycled non-slip flooring	 a

Lined and insulated in GRP, panels 

with block insulation inserts	 a

Two Plastic recirculating toilet c/w ventilation pipe	a

Screw in low level lifting eyes	 Optional

Facilities (2 x Toilet, Warm  

Room/Generator, Canteen and Office	 a

Hot water (Canteen and WC area)	 a

Regulation forearm sink- WC area	 a

Hydraulic chassis and towable	 a

12 Volt LED detachable lighting board c/w  

mounting bracket and full L.E.D. road lighting  

which includes front and high level markers.	 a


